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-Meet 62368 Safety Standard  

Meet ITE safety standard IEC62368-1, UL62368-1.-

-(Official approval expected in Q2.)

-EMI Optimized:

Compliant with CLASS I &  CLASS II meets EMI -

CISPR/FCC class B.-

-High Power Density

Output power increased 30% to 130W.-

130W fan cooling, 110W with convection-cooled or-

-with fan cooling at 80℃ environment.

FEATURES

For  inquiries, please contact us via sales@mgpower.com

We are more than pleased to help you.

Magic Power, Made for Progress.

-12,24,48V Single Output  

 LU

-Wide Operation Temperature Range

Operable from -40~80℃ with low derating curve.-
 MAGIC POWER 

NEW
 PRODUCT 

Magic Power proudly announces our 
latest upgrade of MPE-S series. Providing 
more solutions with standard size and 
IEC/UL 62368-1!  
        

PSU series with Compact Size 
2" x 4" and IEC/UL 62368-1 are 
launched!  

MPE-S130

●Watt: 110W/130W
● : 12V, 24V, Watt

           48V●
●Optional 5Vsb

O/P 

MPE-S080

●Watt: 65W/80W
● : 12V, 24V, Watt

48V             
●Optional 5Vsb

O/P 

MPE-S100

●Watt: 100W/115W
● : 12V, 24V, Watt

48V●Watt: 
●Optional 5Vsb

O/P 

MPE-S060

●Watt: 60W/80W
● : 12V, 24V, Watt

48V●Watt: 
●Optional 5Vsb

O/P 

Watt

 A P P R O V E D  

62368-1

Product Line

IEC+UL

62368

 

?
More new project and upgraded products coming soon.

For more info, please contact us via sales@mgpower.com

We are more than pleased to help you.

As one of our high efficiency series, these models are designed for 
general-purposed; however, here are several advantages these 
models will best suit our customers especially for IPC and embedded 
system.
Beyond its compact size, this series have four different models and 
additional 5Vsb to provide more solutions for customers. 
Moreover, the design meets EMI CISPR/FCC Class A&B, and both 
Class II and Class I standard.
With efficiency up to 90% and less than 0.5W no-load consumption, 
this series is also an energy saving machine.
Since MPE-S130 and S080 are new released, these models have 
better EMI performance and wide operating temperature up to 80°C. 
The upgrade allow these models to work under harsher environment.

62368-1
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